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HORIZONTALLY MOUNTED 

ROOF TOWERS

3100, 3200 and 3300 SERIES

• The 3000 Series towers were designed to be mounted on the roofs of vehicle cabs and apparatus

or equipment bodies. The design of the towers ensures a quick set-up time and takes advantage

of the vehicle’s height to reach extended levels.

• Towers come equipped with our exclusive Key Way System which prevents tower rotation and

damage in windy conditions. In addition, the 3000 series are provided with pre-drilled lower

mounting and upper head assembly brackets for equipment mounting.

• A polycarbonate junction box for electrical wiring is mounted on the tower base.

• The 3100 Series towers are available in extended heights from 4’9” to 11’5”. Available with one,

two or three sections and top loads from 13 to 25 pounds, the 3100 comes with both a 2-1/2” or

3” lower tube diameter and a wide range of internal spiral electrical cable options. The 3100 Series

may be ordered as a single section non telescoping unit, or a multi section telescoping unit with

manual height extension and retraction and locking collars. 

• The 3200 Series towers are available in extended heights from 5’10” to 9’11”, with two or three

sections and top loads up to 44 pounds. With a 2-1/2” lower tube diameter, the 3200 Series is

available in rotating and non rotating models.

• The 3300 Series towers are available in extended heights from 6’6” to 10’7”, with two or three

sections and top loads up to 55 pounds. With a 3” lower tube diameter, the 3200 Series is available

in rotating and non rotating models.

• The 3200 and 3300 Series towers require an external air pressure supply and controls for extension

and retraction. Height extensions are achieved manually or with electric options with remote

control. The 3200 and 3300 also feature an upper tubular protection cover that helps keep dust and

water away from the seal rings when the towers are in the retracted position. Please note some of

these towers may not be available in the United States. Contact Customer Service at (559) 277-

7577 or (607) 753-7414 to confirm availability of all tower models.
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RE 44

01 N 02 N 03 T 04 T

RE 43

01 N 02 N 03 N 

RE 43

31 N 32 N 33 N

HORIZONTALLY MOUNTED 

ROOF TOWERS

Spiral electrical cable

Extended height 

Weight of tower - pounds

Maximum windspeed

and square inch area 

Standard cable CODE D (non-spiral)

68 mph  /  maximum 372. sq in.

4' 9" 5' 8-7/8" 4' 10-3/8" 5' 10-1/4"

13 14 16 18

Non-turnable Turnable

3100 Series ROOF-ECO 3" (77mm) - One (1) section with internal cable.  

Maximum top load - pounds 55

Spiral electrical cable

Extended height 

Weight of tower - pounds

Maximum windspeed

and square inch area 

Standard Code B / Optional Code  C - F - H  

62 mph  /  maximum 372. sq in.

6' 6-3/4" 8' 2-3/8" 9' 10-1/8"

Nested length - without fldlgts 47-1/4" 57-1/16" 66-15/16"

22 24 26

Non-turnable

3100 Series ROOF-200 2-1/2" (66mm) - Two (2) sections with cable   

Maximum top load - pounds 33

Spiral electrical cable

Extended height 

Weight of tower - pounds

Maximum windspeed

and square inch area 

Standard Code B / Optional Code  C - F - H  

62 mph  /  maximum 372. sq in.

8' 2-3/8" 9' 10-1/8" 11' 5-3/4"

Nested length - without fldlgts 44-11/16" 51-3/16" 57-7/8"

22 24 26

Non-turnable

3100 Series ROOF-200 2-1/2" (66mm) - Three (3) sections with cable.

Maximum top load - pounds 33
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RE 43

11 N 12 N 13 T 14 T

RE 43

21 N 22 N 23 T 24 T

Spiral electrical cable

Extended height 

Weight of tower - pounds

Maximum windspeed

and square inch area 

Standard Code B / Optional Code  C - D - F - H - I  

62 mph  /  maximum 372. sq in.

5' 10-7/8" 7' 10-1/2" 6' 1/4" 7' 11-7/8"

Nested length - without fldlgts 43-5/16" 55-1/8" 44-11/16" 56-1/2"

22 24 24 26

Non-turnable Turnable

3200 Series ROOF 1100 2-1/2" (66mm) - Two (2) sections with internal cable.

Maximum top load - pounds 44

Spiral electrical cable

Extended height 

Weight of tower - pounds

Maximum windspeed

and square inch area 

Standard Code B / Optional Code  H   

62 mph  /  maximum 372 sq. in.

7' 10-1/2" 9' 10-1/8" 7' 11-7/8' 9' 11-1/2"

Nested length - without fldlgts 43-5/16" 51-3/16" 44-11/16" 52-9/16"

26 29 29 31

Non-turnable Turnable

3200 Series ROOF 1100 2-1/2" (66mm)  - Three (3) sections with internal cable.

Maximum top load - pounds 44

HORIZONTALLY MOUNTED 

ROOF TOWERS

Part Number:  2583-04   Electrical tower 90 degree tilting
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RE 44

11 N 12 N 13 T 14 T

RE 44

21 N 22 N 23 T 24 T

Spiral electrical cable

Extended height 

Weight of tower - pounds

Maximum windspeed

and square inch area 

Standard Code B / Optional Code  C - D - E - F - H - I  

62 mph  /  maximum 372. sq in.

6' 6-3/4" 8' 2-3/8" 6' 8-1/8" 8' 3-3/4"

Nested length - without fldlgts 47-1/4" 57-1/16" 48-5/8" 58-7/16"

26 29 29 31

Non-turnable Turnable

3300 Series ROOF 1200 3" (77mm)  - Two (2) sections with internal cable.

Maximum top load - pounds 55

Spiral electrical cable

Extended height 

Weight of tower - pounds

Maximum windspeed

and square inch area 

Standard Code B / Optional Code  C - D - E - F - H - I  

62 mph  /  maximum 372. sq in.

8' 2-3/8" 10' 6" 8' 3-3/4" 10' 7-3/8"

Nested length - without fldlgts 44-11/16" 54-5/16" 46-1/16" 55-11/16"

26 29 31 33

Non-turnable Turnable

3300 Series ROOF 1200 3" (77mm) - Three (3) sections with internal cable.

Maximum top load - pounds 55

NOTE: Electrically operated towers cannot be manually extended, they do not have lock rings.

NOTE: An air compressor or source of compressed air is required.

HORIZONTALLY MOUNTED 

ROOF TOWERS
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3400 & 3500 SERIES.

• The 3000 Series towers were designed to be mounted on the roofs of vehicle cabs and apparatus or

equipment bodies. The design of the towers ensures a quick set-up time and takes advantage of the vehicle’s

height to reach extended levels.

• Towers come equipped with our exclusive Key Way System which prevents tower rotation and damage in

windy conditions. In addition, the 3000 series are provided with pre-drilled lower mounting and upper head

assembly brackets for equipment mounting.

• A polycarbonate junction box for electrical wiring is mounted on the tower base.

• The 3400 Series telescoping BASE Models, are available in extended heights from 5’8” to 10’2”, with two

to three sections and top loads ranging from 33 to 44 pounds. With either a 2-1/2” or 3” lower tube diameter,

the 3400 Series are available with a wide range of internal spiral electrical cable options. Please note some

of these towers may not be available in the United States.

• The 3500-S Series Single Tube, or PLUS Models, are available in extended heights from 7’6” to 11’, with

two to three sections and top loads ranging from 30 to 66 pounds. With either a 3-1/2” or 4-1/2” lower tube

diameter, the 3500-S Series are available with a wide range of internal spiral electrical cable options.  

• The 3500-T Series telescoping PLUS Models, are available in extended heights from 8’7” to 14’8”, with

two to three sections and top loads ranging from 44 to 66 pounds. With either a 3-1/2” or 4-1/2” lower tube

diameter, the 3500-T Series are available with a wide range of internal spiral electrical cable options.  Please

note some of the 3500-T Series towers may not be available in the United States. 

• The 3400 and 3500 Series towers are suitable for 2, 3, 4 or 6 floodlight mountings in “stacked” or “side by side”

configurations. Standard with a 12 Volt tilt and turn assembly for turning and tilting of floodlights, a multi function

remote control is available in either a cable or remote wireless option. The remote control operates extension

and retraction of the towers, switching “on” and “off” of floodlights and “automatic stow” of the entire unit. The

remote control also has an “emergency stop” button which will stop all tower movements immediately.

HORIZONTALLY MOUNTED 

ROOF TOWERS
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RE 46 11 12 13 14

RE 45 11 12

Extended height 

Nested length - without fldlgts

Weight of tower - pounds

Maximum windspeed and square inch area 62 mph  /  maximum 372. sq in.

Internal spiral electrical cable Code H - I

C
o
d
e
 T

/
T 6' 10-5/8" 8' 3-1/8" 9' 3" 10' 2-3/4"

46-7/8" 52-3/8" 56-5/16" 60-1/4"

44

73 75 77 79

3400 Series 'Base' ROOF 3" (77mm) - Three (3) sections with internal cable.

Maximum top load - pounds

Extended height 

Nested length - without fldlgts

Weight of tower - pounds

Maximum windspeed and square inch area 62 mph  /  maximum 372. sq in.

Internal spiral electrical cable Code H - I

C
o
d
e
 T

/
T 5' 8-7/8" 7' 4-1/2"

46-7/8" 56-11/16"

33

66 71

3400 Series 'Base' ROOF 2-1/2" (64mm) Two (2) sections with internal cable

Maximum top load - pounds

HORIZONTALLY MOUNTED 

ROOF TOWERS
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